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C]\lC SWIS$ TYPE AUTOII,|ATIC LATHE

- Perfect economic solution for CAM type users
with reliable tooling capacity (Max.l8 EA).

I Precision & Speed
. FANUC Built-ln AC Spindle Motor
. Ultra Precision Ball Screw & UM Guide Ways
. 30 m/min Rapid Traverse
. 12,000 rpm Maximum Spindle Speed

I Rigidity & Reliability
. One Piece Casting Bed
. Arm Type Toggle Chucking System
. Pneumatic Spindle Clamping
. World Class Comoonents

I Capability
. Synchronous Rotary Guide Bush Holder Unit
. Cross Drilling and Milling on Three Spindles
. One Degree Spindle Indexing
. Synchronous Main and Sub Spindle
. Rigid Tapping, Main and Sub Spindle

I Convenience
. Full Enclosure, Concave Construction
. Easy Setup and Operation
. Easy Positioned Control Panel
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I Machine Specification

Machining
Capacity

Max. Turnino Bar Dia,
Max. Turning Bar Length
Mu. Main Spindle Drilling/l'apping
Mu. Sub Spindle Chucking Dia.
Max. Sub Spindle Drilling/1'apping
Max. Cross Drilling/Iapping
Max. Cross Disc Mill Dia.

012nn
160mm

07mm/Mo

07mm/M5
030mm

018mm
160mm

01Omm/M8

07mm/M5
030mm

012nn
160mm

07mmlM6
012mn

07mm/M6
07mm/M5
030mm

018mm
160mm

010mm/M8
018mm

07mm/Mo
07mmlM5
030mm

Machine
Capability

Max. Marn lptnote upeeo
Max. Sub Spindle Speed
Mu. Cross Spindle Speed
Total No, ol Tools
0D/Cross/Y-axis lD
Bite Shank
Rapid Traverse
Main Spindle Positioning Angle
Sub Soindle Positionino Anole

'rz,uuurpm

6,000rpm
t \ t

5/3/5
n 12x120mm

30(X:15)m/min
1"(C-AXIS)

5/3/5
n 12x120mm

30(X:15)m/min
1"(C-AXIS)

lu,uuurpm

6,000rpm
t \ t

12,000rpm
8,000rpm
6,000pm

18
5/3/5,5

I 12x120mm
30(X:15)m/min

1"( INDEX)
1"

'l0,uu0rpm

8,000rpm
6,000rpm

1 8
5/3/5,5

E 1 2x120mm
30(X:15)m/min

1"( INDEX)
1 "

Motor

Main Spindle
Sub Spindle
Cross Drill/Mill Unit
Axis:X, Z, Y, B
Coolant Pump Unit
Lubrication Pumo Unit

1.5t2.2RW

0.5kw
0.5kw
0.25kw
0.04kw

2.2t3.7kW

0.5kw
0.75k\^|
0.45kw
0.04kw

1.512.zkw
0.55/1.1kW

0.5kw
0.5kw
0.25k\]V
0.04kw

2.213.7kW
0.55/1.1kW

0.5kw
0.75kw
0.45kw
0.04kw

NC

NC Controller
No. of Controllable Axis
Min. Command Increment
eRTA,nl

FANUC Oi-TC

0.001mm
7.2"M0N0 LCD

FANUC Oi-TC
J

0.001mm
7.2"M0N0 LCD

FANUC O|-TC
4

0.001mm
7.2"M0N0 LCD

rANUU UI.I  U
4

0.001mm
7.2' M0N0 LCD

Dimension

Coolant Capacity
Center Height
Length xwidth x Height
Npt Wpinht

IUUIJ
970mm

1,455x 1,100 x 1,685mm
1 450 ko

1000
970mm

1,455x 1,100 x 1,685mm
1.500 ko

1500
970mm

1,700x 1,100 x 1,685mm
1.650 ko

1 500
970mm

1,700x1,100x1,685 mm
1 700 kn

* Above specification may be changed without prior notice

@
Synchronous Rotary Guide Bush Holder Unit
Main Spindle Positioning
Part Ejection Detector
3 Spindle Cros Drilling/Milling Unit
M-code Air Blow
Tool Height Gauge
Work Light
Patrol Light
Barfeeder Interface
Coolant Flow Detector
Service Tool
Machine Instruction Manual
FANUC Manuals
Y-uis lD Tool Unit

@
Barleeder
Long Parts Discharging Unit
Chip Conveyor
Fixed Type Guide Bush Holder Unit
M-code Oil Blow
Cut-Otf Detector
Door Lock Switch
Fanuc Wananty Serivce (2 years)
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x SUB SPINDLE (D TYPE)

(Door Opened : 1,860mm (D TYPE))
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